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AMBIENT SYSTEM

Ambient System ABT-xLogIN-8c interface card for 
a control card slot, 8 inputs
Product code ABT-xLogIN-8c   ·   Voice alarm systems › Control equipment

Logic input card for a control card slot of the central unit. 
8 programmable control inputs for signals from other 
systems; supervised mode detects cable short circuits 
and breaks. EN 54-16.

› 8 programmable control inputs

› Contact mode and supervised mode

› Supervised mode detects cable short circuits and breaks

› For a control card slot (also SMART-CU-11 control panels)

Product description

ABT-xLogIN-8c is a logic input card from Ambient System for a control card slot of the central unit. Signals from 
other systems are brought to its 8 control inputs so that the voice alarm system responds to them as required.

The inputs have two operating modes: contact mode (short circuit or open contact) and supervised mode. In 
supervised mode, the card also detects short circuits and breaks in the cables connected to the inputs.

There are two versions of the card, which differ in slot and size: ABT-xLogIN-8c for a control card slot (70 × 215 × 25 
mm) and ABT-xLogIN-8f for a function card slot (70 × 160 × 25 mm).

Technical data

Product code ABT-xLogIN-8c

Manufacturer Ambient System

Product group Voice alarm systems › Control equipment

Inputs 8 programmable logic inputs

Logic NO / NC

Input voltage source 12 V

Threshold values Line break RL > 20 kΩ, contact closed RL < 5 kΩ, contact open RK > 
10 kΩ

Power supply From the central unit

Current consumption 10 mA (48 V)

Connector 16-pole screw terminal (Phoenix, 3.5 mm), included

Card slot Control card slot

Operating temperature 0…+60 °C

Humidity 15–80% (non-condensing)

Storage temperature −20…+70 °C
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Dimensions 70 × 215 × 25 mm

EN 54 approval EN 54-16 (as part of the system)

CPR 1488-CPR-0500/W (MultiVES), 1438-CPR-0948 (smartVES)

Documents

The manufacturer’s original documents can be downloaded from the product page (QR code at the top of this sheet).

Datasheet: ABT-xLogIN-8c and ABT-xLogIN-8f (Ambient System)
CPR certificate (series): 1438-CPR-0948, smartVES system
Declaration of performance (DoP) (series): smartVES system smart-20230925
EU declaration of conformity (series): smartVES system smartVES-DCE-20231025
CPR certificate (series): 1488-CPR-0500/W, MultiVES system
Declaration of performance (DoP) (series): MultiVES system MULTIVES-20200525
EU declaration of conformity (series): MultiVES system Multives-DCE-20210101
User manual (series): MultiVES voice alarm system
Datasheet (series): smartVES voice alarm system (Ambient System)
User manual (series): smartVES voice alarm system

Request a quote or ask for more information
Sales +358 40 668 7641 · myynti@pap.fi · Mon–Fri 8 am – 4 pm (Finnish time)
Up-to-date information and documents: pap.fi/en/tuote/abt-xlogin-8c/
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https://pap.fi/liitteet/valmistajat/ambient-system__ABT-xLogIN-8cf_21072015_EN.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__smartVES_CPR.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__DOP_smart_EN_PL_20230925.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__CE_smartVES_EN_20231025.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__Certyfikat-CPR-EN54-16-MULTIVES.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__Declaration-Of-Performance-MULTIVES-EN.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__Declaration-Of-Conformity-CE-Multives_EN.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__MULTIVES_manual_en_21102020.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__Datasheet-smartVES.pdf
https://pap.fi/liitteet/valmistajat/ambient-system__User-Manual-smartVES.pdf
https://pap.fi/en/tuote/abt-xlogin-8c/

