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PANASONIC

Panasonic AL 250 aluminium pipe Ø 25 mm, 4 m
Product code 60130   ·   Aspirating smoke detection › Pipes and installation accessories

25 mm aluminium pipe for hot environments such as 
greenhouses. Length 4 m.

› Aluminium, Ø 25 mm

› Recommended above +60 °C

› Not pre-glued, sealed with MS polymer

Product description

AL 250 is Panasonic’s aluminium pipe part for the 25 mm pipe network of the Aspect aspirating smoke detector. 
According to Panasonic’s technical description, aluminium pipe is recommended for temperatures above +60 °C. 
The aluminium parts are not pre-glued; Elotec recommends a clear MS polymer (Tec7 Trans-Clear) as sealant, 
less than 2 g per sleeve.

Technical data

Product code 60130

Manufacturer Panasonic

Manufacturer’s code AL 250

Product group Aspirating smoke detection › Pipes and installation accessories

Diameter 25 mm

Material Aluminium

Length 4 m

Documents

The manufacturer’s original documents can be downloaded from the product page (QR code at the top of this sheet).

Product catalogue (series): Aspect AE2010 accessories
Technical datasheet (series): Aspect AE2010

Request a quote or ask for more information
Sales +358 40 668 7641 · myynti@pap.fi · Mon–Fri 8 am – 4 pm (Finnish time)
Up-to-date information and documents: pap.fi/en/tuote/panasonic-al-250/
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