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Panasonic PL 253 sampling pipe Ø 25 mm, red, 4 m
Product code 60121   ·   Aspirating smoke detection › Pipes and installation accessories

Red 25 mm plastic sampling pipe for the Aspect detector 
pipe network, length 4 m. Smooth inner surface (Ra 1.6).

› Outer diameter 25 mm, red

› Inner roughness Ra 1.6 reduces build-up of dust and 
bacteria

› Length 4 m

› Plastic pipe up to +60 °C

Product description

PL 253 is Panasonic’s red 25 mm plastic sampling pipe for the Aspect aspirating smoke detector pipe network. 
The pipe is 4 m long. According to the accessories list, the inner surface roughness Ra 1.6 reduces the build-up of 
dust and bacteria and supports the transport of smoke.

According to Panasonic’s technical description, plastic pipes can be used up to +60 °C, and in accordance with EN 
54-20 and VdS the pipe parts must meet at least class 1131 of EN 61386-1. Joints are made with pre-sealed 
sockets and bends, and pipes are cut with the ELOCUT2 cutter.

Technical data

Product code 60121

Manufacturer Panasonic

Manufacturer’s code PL 253

Product group Aspirating smoke detection › Pipes and installation accessories

Diameter 25 mm

Colour Red

Length 4 m

Operating temperature Up to +60 °C

Standards EN 61386-1, class 1131

Documents

The manufacturer’s original documents can be downloaded from the product page (QR code at the top of this sheet).

Product catalogue (series): Aspect AE2010 accessories
Technical datasheet (series): Aspect AE2010

Request a quote or ask for more information: sales +358 40 668 7641 · myynti@pap.fi
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https://pap.fi/en/tuote/panasonic-pl-253/
https://pap.fi/liitteet/valmistajat/panasonic-fire-security__ll_ae2010_acc_mew01860_rev_11.pdf
https://pap.fi/liitteet/valmistajat/panasonic-fire-security__en_td_ae2010_mew01855_rev_16.pdf

