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Securiton Clip 6.5 PA sampling hole clip @ 6.5 mm,
red, 10 pcs

Product code 61390 - Aspirating smoke detection > Pipes and installation accessories

Red sampling hole clip for 25 mm sampling pipe.
Sampling opening diameter 6.5 mm. 10 pcs.

> Sampling opening @ 6.5 mm
> For 25 mm ABS and PVC pipes, an 8.5 mm hole is drilled
in the pipe

> Operating temperature -40..+Q0 °C
> Packof 10

Product description

Clip 6.5 PA is Securiton's red sampling hole clip that forms and marks the sampling hole in a sampling pipe. The
clip's sampling opening is 6.5 mm in diameter. An 8.5 mm hole is drilled at right angles to the pipe axis at the
points given by the ASD PipeFlow calculation, and the clip is snapped over the hole.

The clip fits 25 mm ABS and PVC sampling pipes. Colour-coded versions are also available for the same hole
sizes.

Technical data
Product code 61390
Manufacturer Securiton
Manufacturer's code Clip 6.5 PA (50-0500842-01-01)
Product group Aspirating smoke detection > Pipes and installation accessories
Sampling hole diameter 6.5 mm
Diameter 25 mm (pipe)
Material PA
Colour Red (RAL 3020)
Operating temperature -40.+90 'C
Pack size 10 pcs
Documents

The manufacturer's original documents can be downloaded from the product page (QR code at the top of this sheet).

Datasheet: Clip PA
Product catalogue (series): sampling pipe materials ASD 531-535 (DE/EN)
Product catalogue (series): SecuriSmoke ASD 2026 (Securiton)

Request a quote or ask for more information: sales +358 40 668 7641 - myynti@pap.fi
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https://pap.fi/en/tuote/securiton-clip-6-5-pa/
https://pap.fi/liitteet/valmistajat/securiton__Clip_PA_DS_GmbH_004096en_b.pdf
https://pap.fi/liitteet/valmistajat/securiton__ASD531-535_AM_T131194ED_k.pdf
https://pap.fi/liitteet/valmistajat/securiton__SecuriSmoke_ASD_PC2026_F301en_c.pdf

