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SECURITON

Securiton MV 25 ABS three-way valve for sampling
pipes

Product code 61429 - Aspirating smoke detection > Pipes and installation accessories

Manual three-way ball valve for inspecting and cleaning
the sampling pipe with compressed air. Pipe connection
@ 25 mm.

> For compressed air cleaning together with CC 25 ABS
> Pipe connection @ 25 mm, ABS
> Operating temperature -40..+60 °C

Product description

MV 25 ABS is a manual three-way ball valve for inspection and cleaning of the sampling pipe. The valve isolates
the pipe from the detector, and the pipe is blown clean through the CC 25 ABS compressed air connector. The
valve is made by Durapipe.

Technical data
Product code 61429
Manufacturer Securiton
Manufacturer's code MV 25 ABS (11-2300080-01-01)
Product group Aspirating smoke detection > Pipes and installation accessories
Pipe connection @ 25 mm
Material ABS
Colour Silver grey (RAL 7001)
Operating temperature -40.+60°C
Dimensions 100 % 145 x 90 mm (H x W x D)
Documents

The manufacturer's original documents can be downloaded from the product page (QR code at the top of this sheet).

Datasheet: MV 25 ABS
Product catalogue (series): sampling pipe materials ASD 531-535 (DE/EN)
Product catalogue (series): SecuriSmoke ASD 2026 (Securiton)

Request a quote or ask for more information: sales +358 40 668 7641 - myynti@pap.fi
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https://pap.fi/en/tuote/securiton-mv-25-abs/
https://pap.fi/liitteet/valmistajat/securiton__MV25ABS_DS_Durapipe_deenitfr.pdf
https://pap.fi/liitteet/valmistajat/securiton__ASD531-535_AM_T131194ED_k.pdf
https://pap.fi/liitteet/valmistajat/securiton__SecuriSmoke_ASD_PC2026_F301en_c.pdf

